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KEY FEATURES:
• 157 Lumens
• 200 metre beam
• Runtime 18.5 hours
• Rechargeable lithium battery - 2.2Ah
• High powered OSRAM LED
• High strength aluminium housing
• Durable impact resistant  to 1m 
• Gas pressure release valve
• Supplied with wrist strap

LIGHT
OUTPUT

157
LUMENS

200
METRES

9hrs

129
LUMENS

1OO
METRES

18hrs
30 MINS

SPOT FLOOD
Front End Spot Light

Rear End Flood Light

TIME 6HRS

CHARGING

190g

RECHARGEABLE

BATTERY

LITHIUM

PRODUCT CODE: NSSAFA-FLAR

SAFATEX FLAR
ATEX Rechargeable LED Flashlight, 157 lumens
The SAFATEX FLAR is an intrinsically safe, explosion proof rechargeable flashlight. It is made from high 
strength aluminium housing with a secure grip and offers a front torch light, along with a rear flood light.

CERTIFICATION:
- ATEX Zone 1 & 21 and 2 & 22
- Class I DIV 1 & 2 Groups A B C D
- Class II DIV 1 Groups E F G
- Class II DIV 2 Groups F G
- Class III DIV 1
- Class III DIV 2
- Ex ib IIC T4 Gb
- Ex tb IIIC T130°C Db IP68

IP68 
RATING

ZONES
1

DUST
ZONES

21

DIMENSIONS
156mm
x35mm

Diameter

Beam

RUN TIMES

Formally known as NSEX160R


